
DIVISION 33 PAQE

CAULKING

31 GENERAL

EXTENT OF WORK OF THISTHI DIVISION

CAULKING OF JOINTSJOINT AROUND WINDOW AND DOOR FRAMESFRAME AND OTHER OPENINGSOPENING IN

EXTERIOR MASONRY AND CONCRETE WALLSWALL EXCEPT AS CALLED FOR UNDER OTHER DIVISIONS
CAULK OTHER SPACESSPACE NOTED ON DRAWINGSDRAWING AND AS REQUIRED TO MAKE WEATHER TIGHT

332 MATERIALSMATERIAL

A CAULKING COMPOUND

FARWEST PAINTSPAINT E1ASTOSEAL KUHISKUHI ELASTIC PACIFIC PUTTYSPUTTY PERMASEAL
OR APPROVED

B CONSISTENCY COLOR OF CAULKING COMPOUNDSCOMPOUND
GUN CONSISTENCY COLOR TO MATCH ADJACENT SURFACESSURFACE UNLESSUNLES DIRECTED OTHERWISE

C CAULKING PRIMER
MADE OR RECOMMENDED BY MANUFACTURER OF THE CAULKING COMPOUND

D ROPE YARN

RAVELED STRANDSSTRAND OF NONSTAINING FIBER OR COTTON WICKING

33 WORKMANSHIP

A PREPARATION
SEE THAT JOINTSJOINT AND SPACESSPACE TO BE CAULKED ARE CLEAN AND DRY
PRIME UNPAINTED SURFACESSURFACE BEFORE CAULKING
4HERE JOINTSJOINT ARE MORE THAN 34 INCH DEEP OR WHERE NO SUITABLE BACKSTOP IS

PROVIDED PACK WITH ROPE YARN TO WITHIN INCH OF SUTFACE

B CAULKING
CAULK JOINTSJOINT BEFORE FINAL COAT OF PAINT IS APPLIED
APPLY COMPOUND WITH GUN HAVING NOZZLE OF PROPER SIZE
USE SUFFICIENT PRESSURE TO FILL JOINTSJOINT AND VOIDSVOID SOLID

SUPERFICIAL POINTING WITH SKIN BEAD NOT ACCEPTED
IIREMOVE EXCESSEXCES COMPOUND AND LEAVE SURFACESSURFACE NEAT SMOOTH AND CLEAN

END OF DIVISION 33
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